Versatile
Exceptional Durability
Cost Efficient

SCHWARZE INDUSTRIES

S347-LITE

AIR SWEEPER

Schwarze Industries is dedicated to using a Total Performance Teamwork
concept to produce, maintain and market the finest power sweeping
equipment in the world. All of our products are made with pride in the USA,
and we offer a broad line, with more sweeper models to choose from

than any other manufacturer in America.

The Schwarze S347-LITE sweeper is the
lowest cost option of our industry-leading
line of parking area air sweepers. The
S347-LITE's 3 cubic yard capacity provides
plenty of payload containment between
dumps, and its dependable diesel 4-cycle
engine operates the sweeper.

The S347-LITE's sweeping power is
generated via Schwarze Industries’
regenerative air flow system, which is
uniquely effective in picking up both small
particles and larger debris pieces. In this

system, a portion of the air is vented off,
which results in a larger volume of air
being pumped.

The S347-LITE is a sweeper designed for
parking area and mall maintenance. It also
has enough power to handle larger debris
and rocks. If you will be doing parking area
maintenance and are not concerned with
the standard options found on the S347-I
and S348-I, which are not available on the
S347-LITE, then the S347-LITE may very
well be the machine for you.

WEIGHTS AND DIMENSIONS

AUXILIARY ENGINE

Total Empty Weight
Wheelbase

Overall Sweeping Width

With One Broom Option
Turning Circle (Curb-to-Curb)
Overall Length

Overall Height (without beacon)
Overall Width

9,820 lbs. (4,453 kgs) Model/Type/Year

404D-22 (Tier 3)

109" (2,769 mm) Manufacturer Perkins
90" (2,286 mm) Number of Cylinders 4
103" (2,616 mm) Displacement 134 cu.in. (2.2 L)
336" (10.21 m) Bore 3.31" (84 mm)
220" (5,588 mm) Stroke 3.94” (100 mm)
92" (2,337 mm) Brake Horsepower 51 hp @ 3,000 rpm
92" (2,337 mm) Cooling System Oil-cooled
Starting System 12 volt
Fuel Diesel
QOil Filter Full-flow; spin-on
Air Filter Dry type; heavy duty

SPECIFICATIONS




The S347-LITE may be fitted with our
Hushkit noise reduction shroud, which can
make a substantial difference in noise
output. This is a valuable option in situations
where noise level is a factor.

The blast and suction on the S347-LITE is
generated by a 10-bladed radial turbine
WhisperWheel*™ fan. The air is channeled
through a rubber-lined fan housing and
then back through the sweeper's powerful
pickup head. The blast and the intake tubes
of the S347-LITE are 10 inches in diameter.

PROPULSION ENGINE

Like all of our 3 yard sweepers, the
S347-LITE has a sweeping width of 92
inches. The S347-LITE also has a dumping
height of 69 inches - 9 inches higher than
the conventional chassis-mounted S343
series sweepers.

Debris dumping is accomplished by the
use of a 12-volt hydraulic system and is
outfitted with Schwarze's exclusive Double
Draggin Skids®™ that are highly reflective,
provide longer wear and have a host of
other advantages.

DEBRIS HOPPER cont.

Power Dump Door
Inspection Doors

Type & Location of Controls
Dumping Height

Dumping Tilt Angle
Dust Separator
Separator Screen
Interior Coating
Exterior Coating
Blast Deflector

Model/Type 4HKI-TC / 4-cycle
Manufacturer Isuzu

Number of Cylinders 4

Displacement 5.19 liter / 317 cid
Horsepower 205 hp(@ 2,400 rpm
Fuel Diesel

Oil Filter Full-flow; spin-on
Air Filter Dry type; heavy duty
DEBRIS HOPPER

Capacity 3.1 cu. yd. (2.83 cu. m3)
Construction Steel

Type of Dumping Hydraulic

Electrical

1 on each side of hopper
Electric; in cab

69" (1,753 mm) measured
at hopper opening to ground
88 degrees

Hinged; self-dumping
Bolted; replaceable
Epoxy

Zinc primer; Imron 5000®
Replaceable
abrasion-resistant steel

SPECIFICATIONS CONTINUED ON BACK




SCHWARZE SPECIFICATIONS

BRAKES
Service Dual circuit; vacu
assisted hydrauli
Exhaust Vacuum-operated
Parking Mechanical,
transmission-mou
STEERING
Type WhisperWheel* turbine
Drive Banded 3V 5-groove belt Type Integral Power
Speed 3,000 rpm Ratio 18.9 - 20.9:1 varia
Number of Blades 10
Diameter 28" CAB
Construction Welded; abrasion-
resistant steel Type Cab-over design
Mounting 2 regreaseab[e Engine Access FU“; manual tilt t
sealed bearings 45 degrees
Construction Steel
Color White
TRANSMISSION
Type 4-speed automatic

Make / Model

GMC / W4500

14,500 lbs (6,577 kgs)

OPTIONAL EQUIPMENT

Curb Broom (left side)

Choice of beacons (barlight, rotary or strobe)
Pressurized dust and abrasion suppression sys
Special paint for sweeper and chassis (Non-
standard color)

4 Point Protections™ (stainless steel hopper
package)

5" auxiliary hand hose

Screen chain kit

Gauge package

Backup alarm

Bar Magnet

Spare parts package

Spray Bar

Spare tire and wheel

ce steel Hopper dump-assist shaker
Heavy duty front bumper
ELECTRICAL
Starter 12 volt
Alternator 12 volt; 110 amp
Battery 2@ 12 volt; 750 CCA
each
Controls Back lit

Circuit Breakers on Sweeper

INFINITE POSSIBILITIES

Resettable type
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